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POLYDOCK PRODUCTS AnChORing

Parts List
DESCRIPTIONPART NUMBERQTYITEM

HD Stiff Arm Poly Dock Hinge-A100384811
HD Stiff Arm Bottom Connector Weldment100384922
HD Stiff Arm Knuckle100110013
HD Stiff-Arm A-Frame Weldment100384714
Bolt Bag HD Stiff Arm10045041--

Bolt Hex 1/4-20 x 1.75 SS 304101421025
Nut Nyloc 1/4-20 Brass100179826
Bolt Hex 1/2-13 x 4.5 SS 304100238517
Pin 12.0 W/ Hole - QC Hinge102129028
Bolt Hex 1/2-13 x 5.0 SS 304100238829
Washer Flat 3/8 SS1002599810
Bolt Hex 3/8-16 x 4.5 SS 3041002441411
Bolt Eye 1/2-13 x 6.0 Welded SS 3041000438212
Washer Flat 1/2 SS1002565113
Nut Nyloc 3/8-16 Brass1001805414
Nut Nyloc 1/2-13 Brass1001795515
Poly Connector Rod with hardware (composite)10045124--

Poly Connector Rod 13.875 Composite1007918116
Washer Rectangular SS 1/8 x 2 x 3/41001026117
Washer Lock 5/16 SS1002606118
Bolt Hex 5/16-18 x 4.5 Full Thread SS 3041001025119
Screw Oval #12 x 1.0 SS1002566120
2.5" SCH 80 Pipe (2-7/8" OD) (Sold separate)--121
Post or Sea Wall (Customer provided)--122

A

PolyDock Heavy Duty Stiff-Arm
Instructions
Part #: 1006626
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Assemble as shown.
Consult local dealer for suggestions on
posts or sea wall. Use 3/8" steel cable to
cross brace between stiff arms or
gangeway. Use turn buckles to tighten
cables. HD stiff-arms can be used in
conjuntion with ShoreMaster residential 
gangways to create anchoring system.
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Failure to follow instructions may result in personal injury and
may invalidate the applicable warranty.

Step 1. Insert poly connector rods up through bottom connector 
weldment, then fit the Dock Hinge-A over the bottom connector 
weldment.

Step 2. Insert 5/16" x 4-1/2" hex bolts through 5/16" lock washer, then 
rectangular washer, and thread through Dock Hinge-A and into poly 
connector rod. Place in desired location on poly dock and tighten 5/16" 
hex bolts to 20 ft/lbs.

Step 3. Attach A-Frame Weldment to Dock Hinge-A using 12" pins on 
each side secured with 1/4" x 1-3/4" hex bolts and 1/4" nyloc nuts.

Step 4. Insert pipe (sold separately) into A-Frame weldment, then 
secure using 1/2" x 4-1/2" hex bolt and 1/2" nyloc nut. Attach post (sold 
separately) to end channel using 3/8" x 4-1/2" hex bolts, 3/8" flat washers,
and 3/8" nyloc nuts. Attach post with end channel to arm knuckle using 
1/2" x 5.0" hex bolt and 1/2" nyloc nut, then to pipe end using 1/2" x 5.0" 
hex bolt and 1/2" nyloc nut as shown.

Assemble as shown. Use steel cable to 
x-brace between stiff arms. Connect
cable to 1/2" Eye-Nut. Use a turn buckle
to tighten cable.


